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Yiğitsan Agricultural Machinery has been providing innovative, reliable and 
high-quality solutions to the agricultural sector since 1998. With our R&D 
capabilities and customer-oriented approach, we develop customised 
production solutions in addition to standard machines. With over 25 years of 
experience, international quality certifications and our after-sales service 
approach, we export to 19 countries across three continents. 
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Potato Soil Preparation
Machines

Yiğitsan Potato Soil Preparation Machines are the reliable assistant 
of our farmers with their robust construction and practical use. 
They prepare the soil in the most ideal way, ensuring high yields in 

potato cultivation and saving time and labour. 01
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2-Row Soil Preparation Machine RT 500 

The RT500, produced as a two-row machine, is essential for 
preparing the field and ensuring potato yield efficiency. Our 
machine breaks up compacted soil and clods from a depth of 
30 cm, allowing plants to better utilize the water and mineral 
nutrients in the soil. The product provides convenience for 
farmers during planting, maintenance, and harvesting stages, 
and field tests have shown that it can increase production and 
yield by approximately 35%. The two-row RT500 has a working 
width of 150 cm. It has 2 rows with a row spacing of 75 cm and 
a working capacity of 5 decares per hour. It is suitable for use 
with tractors between 65 and 90 HP.

150 cm 2 75 cm 190+235+135 40 60 HP1100 kg 5 ha/h

Working Width Number of Rows Row Spacing Weight Dimensions Number of Arms Power Requirement Capacity
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4-Row Soil Preparation MachineRT 600 

The RT 600 is a four-row potato soil preparation machine that 
can be easily used on 110-150 HP tractors. It breaks up hardened 
soil and clods in the field from a depth of 30 cm, enabling the 
crop to better utilise water and minerals. Offering convenience 
during planting, maintenance and harvesting, the RT600 
provides a yield increase of around 35% in production, 
according to tests. It has a working width of 300 cm, a row 
spacing of 75 cm and a working capacity of 11 decares per hour.

235 cm 340 cm 150 cm 300 cm 96 adet 10 cm1750 kg

Length Width Height Weight Interior Width Number Of Elevator Bars The Elevator Bars Size



06www.yigitsantarim.com



07 www.yigitsantarim.com

Potato Row OpenerPHA4S 

The machine, mounted on the tractor's three-point hitch 
system, has no drive system of its own. The equipment attached 
to the tractor performs its function through the tractor's forward 
movement. The breaking tines at the front break up and loosen 
the soil, while the wings located behind them create the rows for 
potato planting. Its difference from a Rotil is that it is fixed and 
has spring-loaded wings at the rear rather than an adjustable 
furrow system.

184 cm 350 cm 122 cm 4800 kg

Length Width Height Weight Number of Rows
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Foldable Potato Row OpenerPHA8S 
The machine, which is mounted on the tractor's three-point 
hitch system, has no drive system of its own. The equipment 
attached to the tractor performs its function through the 
tractor's forward movement. Thanks to the hydraulic pistons, 
the machine is foldable, providing convenience during both 
storage and transportation. The pistons can be controlled 
independently, allowing cultivation to be performed in either 4, 
6, or 8 rows as desired. The heat-treated breaking tines at the 
front break up and loosen the soil, while the wings located 
behind them enable row formation and cultivation for potato 
planting. Its difference from a Rotil is that it is fixed and has 
spring-loaded wings at the rear rather than an adjustable 
furrow system.

Length

184 cm 650 cm 143 cm 8 1450 kg 130-160 HP2280 cm

Width Open Height Folded Height Number of Rows Weight Number of Pistons Power Requirement
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02Potato Planting
Machines

Yiğitsan Potato Planting Machines deliver high performance with 
their robust body structure and precise planting system. They ensure 
even spacing and the correct planting depth, enabling consistent 
emergence. Their ease of use and durability make the planting 

process efficient, saving time and labour.
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2-Row Super Auto Potato PlanterOPE 600 

OPE 600 can be used with 65–85 HP tractors. Its chain system 
places potatoes one by one with no gaps or doubles. With a 
800-1000 kg hopper, safety-caged spoons and robust design, 
it ensures efficient and reliable planting. Spoon capacity is 
35–55 mm, or 55–90 mm after removing the inner plate. Row 
spacing is adjustable in 12 steps via transmission gears, while 
covering wings can be set in three sizes.

190 cm 215 cm 191 cm 70-80 cm 6-8 da 800-1200 kg900 kg Mekanik

Length Width Height Weight Planting Section Decare Load Capacity System of Working

02
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2-Row  Fully Automatic Potato PlanterOPE 650 

OPE 650 is suitable for 90–100 HP tractors. Its chain system 
places potatoes one by one with no gaps or doubles. With a 
robust and secure design, it ensures long-lasting performance. 
The specially designed spoons handle different potato sizes 
with ease, returning excess tubers to the hopper. Planting is 
completed quickly and with professional precision.

Length

190 cm 200 cm 210 cm 70-80 cm 6-8 da 800-1000 kg1000 kg

Width Height Weight Planting Section Decare Load Capacity

Mekanik

System of Working

90-100 hp

Engine
Horsepower
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AUTOMATIC POTATO PLANTER

OPE SUPER 1200 is suitable for 90–10 HP tractors. Its specially 
designed spoon conveyor system ensures precise, single-seed 
planting. Row spacing can be adjusted in 12 steps via 
transmission gears. With 4-row planting capacity, it saves both 
time and fuel. Built to international standards with a strong and 
durable structure, it provides reliable performance. Covering 
wings are adjustable in three sizes, while the safety-caged 
spoons are suitable for 35–55 mm tubers, or 55–90 mm when 
the inner plate is removed.

OPE SUPER 1200 

Length

221 cm 350 cm 215 cm 70-80 cm 12-14 da 1500-2000 kg1650 kg

Width Height Weight Planting Section Decare Load Capacity

Mekanik

System of Working
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03Potato Fertiliser
Spreaders and Cultivators

Yiğitsan Potato Fertilizer Spreaders and Cultivators ensure high 
efficiency with their robust design and precise systems. They 
improve soil productivity through even fertilizer distribution and 
simplify weed control by cultivating between rows. Their durability 

and ease of use save farmers both time and labour.

20www.yigitsantarim.com



03
21 www.yigitsantarim.com

Fertiliser Spreading and Cultivating MachinePGÇ 400 

PGC 400 is a fertilizer spreading and hoeing machine driven by 
the tractor wheel rotation. With an adjustable fertilizer dosage 
of 25–150 kg, it is used for hoeing, filling, and base fertilization of 
row-planted crops.

Length

190 cm 120 cm 155 cm 350 kg440 kg

Width Height Weight The Capacity of Tank
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Potato Hoeing MachinePÇM 500 

PÇM 500 is mounted on the tractor’s three-point hitch and is 
suitable for tractors between 65–85 HP. It hoes the base of 
row-planted crops, enabling better utilization of water and 
minerals in the soil, and provides ease during crop growth and 
maintenance.

Length

209 cm 330 cm 121 cm 4700 kg

Width Height Weight Number of Rows
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04Potato Weed Cutting
Machines

Yiğitsan Potato Haulm Choppers stand out with their powerful 
performance and specially designed cutting system. They clear 
crop stems quickly and efficiently, streamlining the pre-harvest 
process. With a durable body and practical operation, they provide 

a long-lasting solution and boost field efficiency.
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Stem Chopping MachineSP 200 

SP 200 is suitable for tractors between 75–120 HP. It cuts and 
clears weeds over 75 cm row spacing across 4 rows, facilitating 
pre-harvest operations.

Line Width

75-80 cm 2 kat 540-750-100 u/dak 175R142

Lower Link Category Input Rate Pto-Shaft The Number Of The
Support Wheel Support Wheels

Length

322 cm 272 cm 134 cm 1250 kg300 cm

Width Height The Support Wheels Ave
Adjustable in Track Width

Empty Weight With
Basic Confguration 

4

Number of Rows
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05Potato Harvesting
Machines

Yiğitsan Potato Harvesting Machines stand out for their high 
efficiency and robust construction. They speed up the harvesting 
process by cleanly extracting potatoes from the soil. Their strong 
construction and user-friendly design ensure reliable use for many 
years. They reduce labour in the field while increasing production 

efficiency and quality.
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Double Row Potato HarvesterPPS 750 

The PPS 750 can be used on 75–90 HP tractors. The machine is 
connected to the tractor's three-point hitch and driven by the 
PTO shaft. It is designed for belt drive but can also be fitted with 
a chain drive. The clods and soil mass taken by the digging 
blades are transferred to the screening system, where the 
clods are cleaned and deposited onto the screened soil at the 
rear. The PPS 750, which performs successfully in light, medium 
and dry soil conditions, is produced with different technical 
specifications to suit user preferences.

Lenght

342 cm 190 cm 130 cm 1200 kg

Width Weight

140 cm

Interior WidhtHeight

58 cm 3,5 cm

Disc Size System of Working

0,15 ha/h

1 Decare in hour
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Dual-Sided Discharge Potato Harvester PPS 750-YD 

The machine operates by connecting to the tractor’s 
three-point hitch system and receiving power through the PTO 
shaft. Power is transmitted to the gears via the gearbox, driving 
the conveyor belt. The Hardox 600 blades penetrate the soil up 
to 350 mm to lift the potatoes. The vibrating conveyor 
separates the potatoes from the soil and transfers them to the 
rear belt, which is driven by a hydraulic motor. The rear belt 
then deposits the potatoes on either the right or left row as 
desired, completing the harvesting process.

Lenght

320 cm 315 cm 128,5 cm 1200 kg

Width Weight

750-900 mm

Disassembly
Interval

Height

35 cm 2

Max. Removal
Depth Number of Pallets

1  /h

1 Decare in hour
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Double Row Potato HarvesterPPS 700 

The PPS 700 can be used on 75–90 HP tractors. The machine is 
connected to the tractor's three-point hitch and driven by the 
PTO shaft. It is designed with a belt conveyor system, and a 
chain conveyor can also be fitted if required. The clods and soil 
masses taken by the digging blades as they penetrate the soil 
are transferred to the screening system, where the cleaned 
clods are deposited onto the screened soil at the rear of the 
machine. Delivering high performance in light, medium and 
dry soil conditions, the PPS 700 is manufactured with different 
technical specifications to suit user preferences.

Lenght

300 cm 180 cm 130 cm 650 kg

Width Weight

140 cm

Interior WidhtHeight

58 cm Şaft

Disc Size System of Working

0,15 ha/h

1 Decare in hour
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Four-Wheel Potato HarvesterDPPS 1400 

The DPPS 1400 is connected to the tractor's three-point hitch 
system and driven by the PTO shaft. It is designed with a belt 
conveyor system, and a chain conveyor can also be fitted as 
an option. The clods and soil mass taken by the digging blades 
are cleaned in the screening system and then deposited onto 
the ground at the rear. The DPPS 1400 delivers successful 
performance in light, medium and dry soils, increasing 
efficiency with its four-row working capacity and can be 
manufactured with different technical specifications.

435 cm 400 cm 350 cm 138 cm 2100 kg 4 0,3 ha/h 300 cm 110-150 hp

Lenght
(with Wheel Option)

Lenght Width Weight Number of RowsHeight Decare Interior Widht Engine 
Horsepower
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Two-Row Harvesting, Gathering and Bagging MachineSTCM 2020  

STCM 2020 is a double-row harvesting, gathering and bagging 
machine that operates with a hydraulic system and offers 
24-hour uninterrupted use. The radiator-equipped hydraulic 
system ensures long-lasting and trouble-free operation, and 
pallet speeds can be adjusted as required. The electronic 
system signals the tractor when the bags are full and safely 
lowers them using a lift. Independent lifts provide mobility, 
while the front lifts easily adjust the harvesting depth and the 
rear lifts easily adjust the wheel steering.

Lenght Width Disassembly IntervalHeight

900 cm 320 cm 390 cm 70-90 cm
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06Onion Weeding
and Harvesting Machines

Yiğitsan Onion Cutting and Harvesting Machines stand out for their 
high efficiency and robust construction. Thanks to their specially 
designed cutting and harvesting systems, they quickly clear plant 
debris and effortlessly extract onions from the soil. With their durable 
body and ease of use, they offer a reliable solution for many years, 
reducing labour during the harvesting process and increasing 

productivity in the field.
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Onion Top Cutting MachineSOB 1050 

The SOB 1050 has been developed for the removal of large 
quantities of onion tops. It is equipped with a total of three 
blades, one at the front and centre and two at the rear, and cuts 
all tops with superior performance. It shreds the green tops of 
the onions and weeds, distributing them evenly across the field, 
thereby supporting onion growth and preparing a suitable 
environment for harvesting machines. Attached to the tractor 
via a three-point hitch system, the SOB 1050 is driven by the 
PTO shaft and is manufactured as standard with hydraulic 
depth adjustment.

Lenght

150 cm 150 cm 100 cm 680 kg

Width Weight

3

Cleaning CapacityHeight

Şaft 6 ad. 70-100 hp

System of Working Knife Number
Engine

Horsepower
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Onion Harvesting MachineSHM 1000 

SHM 1000 is suitable for 100–150 HP tractors. Mounted on the 
three-point hitch and powered by the PTO shaft, it operates 
with dual conveyors in either belt or chain configuration. In 
heavy, muddy soils, its two-stage sieving system ensures 
effective performance. With a 140 cm internal width and 
disc-supported wheels, it offers stability. The digging shaft 
transfers tubers to the first conveyor, then eccentric shaking on 
the second conveyor cleans them thoroughly before 
depositing onto the soil.

Lenght

340 cm 140 cm 132 cm 1100 kg

Width Weight

100-150 hp

Engine
Horsepower

40 cm

Front Conveyor
Rod Count

Height

60 cm 8 sa 40 min

Rear Conveyor
Rod Count

Harvesting
Capacity
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